
To place an order, call 1-800-431-2200. To receive Safety Data Sheets (SDS), please send an e-mail to: info.US@saati.com.
To get more information, visit our website at www.SAATI.com

Finger tip control of blanket frame is achieved by exclusive, patented 
spring and fulcrum system that also clamps automatically.

features

•	 Complete 5000 Watt metal halide printing lamp assembly
•	 Glass down design. Simply load, close, expose
•	 No limit to height of screen because of special Douthitt “Deep Draw” 

black blanket. Under vacuum, this blanket swiftly molds itself to the 
shape of the screen frame and holds your positive in perfect contact

•	 Douthitt Heavy Duty Model Magic 83-10 memory 
combination light integrator and digital timer

•	 Automatic operation: Vacuum delay and light 
exposure activated by closing the frame

•	 Cooling fans ensure against excessive heat build-up
•	 Heavy duty pump and motor
•	 Instrument panel conveniently mounted on the side of the unit
•	 All heavy-gauge metal construction
•	 Large convenient access door on left side of unit

optional accessories

•	 Douthitt Heavy Duty Model 26 silent air pumps, instead of standard 
pump and motor (this pump requires compressed air)

•	 8000 Watt metal halide printing lamp assembly instead of standard lamp

Electrical specifications: 220 Volt, single phase. Available in any size.

douthitt screen 
maker model dmz

technical specifications
inside blanket 

beading size
floor space approximate crated 

weight

53x66 65x82 1,100 lbs

66x74 79x92 1,400 lbs

68x80 82x96 1,900 lbs

68x89 82x105 2,200 lbs


